
 
 

GRIT-SURFACE ALUMINUM TREADS • GRIT COATED FIBERGLASS TREADS 
 

GRIT-SURFACE ALUMINUM STAIR TREADS 

 
Install OUTDOORS or INDOORS 
on concrete, wood, treated lum 
ber, slate or marble steps. Use 
for motels, schools, hotels, 
apartments, condos, hospitals, 
churches, cruise ships, amuse 
ment parks, etc. Offers anti-slip 
safety surface - protect new steps 
- renovate slippery, worn steps. 

 
Seven Standard Colors available: 

Black, Brown, Blue, Gray, 

Green, Red, Yellow 
 

Diamond hard aluminum oxide abrasives combined with "space-age" 

polymeric binders are bonded to a heat treated high strength alumi 

num square nose stair tread. Treads are available 7-1/2", 9" or 11" 

deep; in one or two contrasting colors per tread. Flat pieces, 3-1/2" or 

5-1/2" deep, can be used for ramps and other non-step applications 
or as a filler behind the 7-1/2" treads. Select one color for front insert 

and the same or a different color for back insert from seven standard 

abrasive colors of black, brown, blue, gray, green, red or yellow. 

3-1/2" & 5-1/2" deep flat one color filler strips are available to butt to 

back of stair treads for deeper coverage or for use on flat surface or 

ramp installations. 

Specifications: Furnish and install Musson Grit-Surface Aluminum 

Stair Treads, 3/16" thick; 7-1/2" (GSA75), 9" (GSA9) or 11" (GSA11) 

deep, as shown on drawings. Tread surface shall have aluminum ox 

ide abrasives permanently bonded to a heat treated aluminum square 

nose tread. Select colors from standard grit colors of black, brown, 
blue, gray, green, red or yellow.Treads can be supplied with two coun 

tersunk holes every 12" for screw-down installation, or without holes 

for installation with our #400 Neoprene Contact Cement or #775 

Epoxy Adhesive. 

 
 

 

GRIT-SURFACE ALUMINUM NOSING 
 
 

The GSA2N style is made from the same material as our Grit-Surface Alu 

minum Treads. The nosing is 2-1/2" deep with a 1-1/4" nose. The top surface 

has a 1-3/4" wide abrasive finish (available in Black, Brown, Blue, Gray, 

Green, Red or Yellow) with a 3/4" tapered aluminum back edge. Both the 

nose and tapered edge have a 1/4" wide reflective yellow strip for additional 
safety. 

GSA2N is available solid (for glue-down applications) or with countersunk 

holes (for screw down applications) every 12". 

 
 

 
 

GRIT-SURFACE FIBERGLASS STEP COVERS/ PANELS 

 
Grit-Surface Step Cover & Walkway Panels are coated with a pro 
prietary blend of mineral abrasive epoxy grit and provide slip re 
sistance, durability and a permanent anti-slip solution to both ex 
terior and interior applications. Fiberglass step covers and panels 
are lightweight and ideal for use on structurally sound inclines, 
floors and steps in three distinct grit coating options: Heavy Duty, 
Medium and Fine. Can be provided with or without holes. 

STEP COVERS - in Black, Yellow or Black with Yellow nose 
FSC3 - 3" deep with 1" square nose .9 lbs. each 

FSC9 - 9" deep with 1" square nose 1.5 lbs. each 

FSC11 - 11-3/4" deep with 2" square nose  2.3 lbs. each 

(FSC3 available in single color only) 

FLAT PANELS - in Black or Yellow 
GSFP GUST - Custom cut up to 48" x 96" 1.8 lbs/SF 

 

GSA2N 



 
 

  

 
     

 

MUSSON RUBBER  GRIT-SURFACE  ALUMINUM STAIR TREADS 

 
2.5" Single Cavity 

[Available with Reflective Stripe Insert] 
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7.5" Double Cavity [Available with Reflective Stripe Insert] 
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9" Double Cavity [Available with Reflective Stripe Insert] 

 

 

11" Double Cavity 
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GRIT SURFACE ALUMINUM STAIR TREADS 
 

Musson Part # 

GSA2N 

  Description 

2.5" Tread 

 
Specify Color & Length up to 120";optional stripe 

GSA75 

GSA9 

7.5" Tread; Double Cavity 

9" Tread; Double Cavity 

Specify Color & Length up to 120" 

Specify Color & Length up to 120" 

 

 

GSA11 11" Tread; Double Cavity Specify Color & Length up to 120" 

All NS2 treads are available in 2 color combinations to meet ADA recommendations 

GREY • RED • BROWN • YELLOW • GLOW • BLACK • BLUE • GREEN 
 

INSTALLATION 

Grit Surface Aluminum Treads are made to order and ready to install upon delivery. All treads come 

with pre-drilled counter-sunk holes. For concrete and wood applications, use stainless steel #10 

screws. For steel applications, use a staiinless steel machine screw-- all screws should be 1 ¼" -1½" 

in length. Commercial adhesive such as Liquid Naiil should be used when installing the 

treads to create a gasket between the tread and the step surface. Surface must be level, smooth, dry 

and clean of debris. Treads should not be installed when surface temperatures are below adhesive 

recommendations. 
 
 
 

 

MAINTENANCE 

Surface can be swept to remove and loosen dirt. Treads can be cleaned using a general purpose 

industrial floor cleaner. For encrusted dirt, use a stiff bristled brush with industrial cleaner. Treads can 

be pressure sprayed up to 1000 psi. Aluminum Nose: For spots, marks and scuffs, use green Scotch 

Brite pad. Polish in length-wise direction. 
 
 
 
 

 



Musson Rubber Grit-Coated Step Covers provide a more durable, permanent 

anti-slip product to fit virtually any step surface. Fiber glass step covers are 

lightweight and ideal for use on structurally sound surfaces. 
 
 

3"D Step Cover with 1" nose (Available in Yellow or Black) 
 
 

9"D Step Cover with 1" nose (Available in Solid or Two Colors) 
 
 

B"D & 11. 75"D Step Cover with 2" nose 

(Available in Solid! or Two Colors) 



Our Fiber Glass (FRP) products are coated with a proprietary layered blend of mineral 
abrasive epoxy grit. Slippery surfaces such as gratings, mezzanines, steps, inclines, 
ramps and floors can be covered with our fiber glass step covers or walkway panels. All 

are available in YELLOW or BLACK with four distinct grit coating options: Heavy 
Duty, Medium, Lite and Fine. 

 

Heavy Duty Medium 

Specialty sizes and panels are available upon request. 
 
 
 
 

 

  



 
Stock Sizes 

3" x 24" YEL Nosing HD Grit 

3" x 36" YEL Nosing HD Grit 

3" x 48" YEL Nosing HD Grit 

3" x 60" YEL Nosing HD Grit 

3" x 24" YEL Nosing MED Grit 

3" x 36" YEL Nosing MED Grit 

3" x 48" YEL Nosing MED Grit 

3" x 60" YEL Nosing MED Grit 

3" x 24" BLK Nosing HD Grit 

3" x 36" BLK Nosing HD Grit 

3" x 48" BLK Nosing HD Grit 

3" x 60" BLK Nosing HD Grit 

3" x 24" BLK Nosing MED Grit 

3" x 36" BLK Nosing MED Grit 

3" x 48" BLK Nosing MED Grit 

3" x 60" BLK Nosing MED Grit 

9" x 24" YEUBLK Nosing HD Grit 

9" x 36" YEL/BLK Nosing HD Grit 

9" x 48" YEL/BLK Nosing HD Grit 

9" x 60" YEL/BLK Nosing HD Grit 

9" x 24" YEUBLK Nosing MED Grit 

9" x 36" YEL/BLK Nosing MED Grit 

9" x 48" YEUBLK Nosing MED Grit 

9" x 60" YEL/BLK Nosing MED Grit 

11.75" x 24" YEL/BLK Nosing HD Grit 

11.75" x 36" YEL/BLK Nosing HD Grit 

11.75" x 48" YEL/BLK Nosing HD Grit 

11.75" x 60" YEL/BLK Nosing HD Grit 

11.75" x 24" YEL/BLK Nosing MED Grit 

11.75" x 36" YEL/BLK Nosing MED Grit 

11.75" x 48" YEL/BLK Nosing MED Grit 

11.75" x 60" YEL/BLK Nosing MED Grit 
 



MAINTENANCE 

Epoxy surface can be swept to loosen and remove dirt. Step covers can be cleaned using a general 

purpose industrial floor cleaner. For caked on dirt, use a stiff bristled brush with the industrial cleaner. 

Step covers can be pressure sprayed up to 1500 psi. 
 
 

· !·WARNING 

 
Warning: Drilling, sawing, sanding or machining fiberglass 

can expose you to fiberglass dust that contains styrene, a 

substance that is known to the State of California to cause 

cancer. Avoid inhaling fiberglass dust. For your protection, 

Proper use of Personal Protection Devices are recommended. 

For more information go to www.P6Swarnings.ca.gov 

http://www.p6swarnings.ca.gov/

